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Daxun Digital Video Gateway box is a video streaming gateway server with pre-installed OS and fully
license software, compact design for flexible surveillance deployments in various security scenarios. It
centrally manages multi-brand IP video sources--including IP cameras, NVRs, and CVRs--within LAN
network by standard protocols (ONVIF, RTSP, RTMP), mainstream proprietary manufacturer protocols
(such as Ehome/ISUP, Register), or by mainstream manufacturers’ SDKs (e.g., Uniview, Hikvision,
Dahua) in one box. Then the gateway transcodes the collected video streams into a unified format and
pushes them efficiently over a Wide Area Network (WAN) to SVMS Pro platform or any third-party Video
Management System (VMS) compliant with the GB/T28181 standard located in a central monitoring
center.
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Features

Device Management

 Supports center management of IP Camera, DVR, NVR, CVR of various domestic & overseas

Brands.

 Adds third-party IP video encoding devices (such as IP camera, NVR, CVR etc ) via standard

protocols such as ONVIF,RTSP, RTMP, GB/T28181,GA/T1400.

 Supportsmainstream proprietary manufacturer protocols, such as Hikvision Ehome/ISUP, Dahua

Register etc. Users can use Hikvision Ehome/ISUP protocol to manage Hikvision video devices, use

Dahua auto register protocol to manage Dahua IP video devices etc via LAN and WAN network.

 Supports mainstream manufacturers’ SDK, such as Uniview, Hikvision, Dahua, Tiandy etc.

 Support device management via the LAN/WAN/VPN/4G/5G network.

 Add devices via auto search, IP, Domain, IP segment, auto register.

 Easy operation to import device and export device list including channels’ latitude and longitude

information.

 Set device list by adding area and device.

 Set groups by adding group and device.

Streaming Media Server

 Built-in streaming media server, providing audio and video real time forwarding function.

 Provides GB/T28181 streaming for upper-level platform via WAN/LAN.

 Push the different video stream to two upper level platform at the same time.

 Support two-way voice communication.

Powerful Management

 Plug-and-play with pre-installed OS and fully license software, compact design for flexible
deployment deployment in various security scenarios.

 Easily captures, collects and manages video from various brands of front-end video devices over
the network. Supports +100 Brands up till now.

 Manages and plays H.265 and H.264 video simultaneously in one platform.
 Provide real time monitoring, playback the video from front-end NVR, or SD card of cameras, snapshot

images, alarm management etc.
 Powerful user management, users can be assigned with the different authorities.
 Multi-protocols management, allows integration of other systems and device via API, SDK, ONVIF,

EHOME/ISUP, GA/T1400,GB/T28181 etc; offers RTSP,HLS, HTTP-FLV, REST API,Websocket etc
for the third-party development.
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Specifications

Parameters Model DX-SBOX04/08/16/32/64

Video

IP Video Input 4ch/8ch/16ch/32ch/64ch

Video Resolution 5MP/3MP/1080P/720P/D1/2CIF/CIF/QCIF

Video Output 4ch/8ch/16ch/32ch/64ch

Video Bit rate 32Kbps-4096Kbps (Support dual Streams)

Video Compression H.265/H.264/ MPEG4

Video Access

Protocols

RTSP, RTMP, ONVIF, SDK, proprietary protocols of many

mainstream manufacturers etc

Synchronous

Playback

Up to 16ch

Audio

Audio Compression G.711U,G.711A

Audio Sample Rate 16bit

External Network

Audio

Support

Audio Encoding 64Kbps

Hardware

Parameters

CPU Dual core and dual thread

Memory DDR3L 1066/1333/1600MHz* 4G

SSD 64G

Display Interface VGA/HDMI

Network Interface 2*10M/100M/1000Mbps auto adaptive, 4G module

optional.

Power Supply DC 12V 3A
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System Windows7/10/Linux.

Dimension 136*128*39mm

Working

Environment

-20℃~+65℃, Humidity: 5%~95 % (non-condensing)

Functions Based on Windows OS Based on Linux OS

Database SQLITE3 MYSQL

Collect and manage video devices by ONVIF Support Support

Collect and manage video devices by RTSP Support Support

Collect and manage video devices by RTMP Support Support

Collect and manage Hikvision video device

by Hikvision private protocol: EHOME/ISUP,

or SDK

Support Support

Collect and manage Dahua video device by

Dahua private protocol: Auto Register

protocol, or SDK

Support Support

Collect and manage devices by GB/T28181 Support Support

Manage devices by GA/T1400 Support Support

Collect and manage Uniview video device by

Uniview SDK

Support Support

P2P protocols Support XM P2P and Topsee P2P

protocols.

Don’t support, because the video devices

don’t have Linux P2P protocol.

Protocols configuration for third-party

development and integration.

RTSP,RTMP, HLS, WEBSOCKET,

HTTP-FLV, GB/T28181 and Rest API.

RTSP, HLS, WS-FLV, HTTP-FLV,

GB/T28181 and Rest API.

SVMS Gateway System Differences Between Windows and Linux
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